
WEATHER BARRIER AND FLASHING LEGEND

AVP-1 VAPOUR-PERMEABLE AIR BARRIER MEMBRANE 

HTRU-1 ROOF MEMBRANE/UNDERLAYMENT

FWP-1 FOUNDATION WATERPROOFING

SMF-# SHEET METAL FLASHING (# DENOTES TYPE)

TRM-1 TRANSITION MEMBRANE 

TWF-1 THRU-WALL FLEXIBLE FLASHING MEMBRANE

VRB-1 NON VAPOUR-ERMEABLE AIR BARRIER MEMBRANE

VRB-2 SHEET VAPOUR-RETARDER

VRB-4 SMART VAPOUR-RETARDED

BTL-1 BUTYL FLASHING MEMBRANE

INSULATION LEGEND
INS-1 SEMI-RIGID STONE WOOL INSULATION

INS-2 THERMAL BATT STONE WOOL INSULATION

INS-3 ACOUSTIC BATT STONE WOOL INSULATION

INS-4 CONCRETE-FACED INSULATION PANEL

INS-5 RIGID INSULATION 

INS-6 SPRAY FOAM INSULATION 

INS-7 ROOFING INSULATION

INS-8 THERMAL CELLULOSE LOOSE FILL INSULATION

INSULATION LEGEND
GB-1 GYPSUM BOARD

GB-2 GYPSUM BOARD, TYPE X

GB-3 GYPSUM BOARD, MOLD RESISTANT

GB-4 GYPSUM BOARD, ABUSE RESISTANT

IP-1 INTERIOR PLYWOOD

EP-1 EXTERIOR GRADE PLYWOOD

EG-1 GLASS-FIBRE REINFORCED SHEATHING
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U/S SOFFIT

T/O MASONRY

U/S FLASHING
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600

LAP SECOND LAYER OF HTRU-1 OVER 
EAVE  REINFORCING SHEET

17 16 60

50

SNOWGUARD FASTENED TO SEAMS 
OF STANDING SEAM ROOF 

CLADDING, REFER TO ROOF PLAN

CARRY 102mm INS-1 UP 
MIN  HEIGHT OF INS-8 

(517mm)

DOWNSPOUT BEYOND, 
REFER TO RCPS & ELEVS 

FOR LOCATIONS

MTL-2a PERFORATED PANELS AS SHOWN IN RCPS FOR 
UNCONDITIONED ROOF VENTILATION, CUT PLYWOOD 
OPENING BEHIND VENT OPENING LOCATIONS, BLOCK 

OPENING WITH 38x140mm SPF LUMBER BETWEEN TRUSSES.
WRAP HTRU-1 MEMBRANE INTO VENT SPACE OPENING AND 

ADHERE TO BLOCKED OUT FRAME AROUND SUBSTRATE 
OPENING

2 LAYERS OF HTRU-1 AT ALL 
EAVES, 600mm MIN AND 

CARRY DOWN EAVE FACE

MAX EXTENSION OF THERMAL 
EXPANSION IN ROOF CLADDING

ASMF-1 FLASHING C/W DRIP-
EDHE & CLEATS FASTENED TO 

T/O ROOF SHEATHING

ASMF-1 FLASHING C/W DRIP-
EDHE & CLEATS FASTENED TO 

EAVE FACE

PRE-FIN GUTTER, SLOPED. 
REFER TO ROOF DRAWINGS

KNUCKLE DETAIL AT EAVES

P10

LEAVE OPENING AT T/O 
INSULATION W/ ROOF 

SHEATHING TO ALLOW 
FOR AIR FLOW

SF1

610 MIN

1524mm MTL-1a PANEL

SEAL PROPERLY AND ALLOW 
FOR NO MOVEMENT

NON-CONTINOUS BLOCKING TO 
ALLOW FOR STANDING SEAM 

VENTING

FLOATING CLIP

MTL-1a PERFORATED PANELS AS SHOWN 
IN RCPS FOR UNCONDITIONED ROOF 

VENTILATION, CUT PLYWOOD OPENING 
BEHIND VENT OPENING LOCATIONS, 

BLOCK OPENING WITH 38x140mm SPF 
LUMBER BETWEEN TRUSSES.

WRAP HTRU-1 MEMBRANE INTO VENT 
SPACE OPENING AND ADHERE TO 

BLOCKED OUT FRAME AROUND 
SUBSTRATE OPENING

U/S SOFFIT

T/O MASONRY

U/S FLASHING

FLOATING CLIP

KNUCKLE DETAIL AT EAVES

LAP HTRU-1 OVER TRM-1 MEMBRANE

MECHANICAL EXHAUST GRILLE, REFER TO 
ELEVATIONS & MECHANICAL FOR LOCATIONS

ASMF-1 FLASHING CLEAT FROM BACKSIDE OF 
EXHAUST GRILLE FLANGE TO U/S LOOSE LINTEL. 

ADHERED TO U/S WITH TWO BEADS OF CONT SEALANT

SOLDIER BR2 COARSE, REFER TO ELEVATIONS FOR 
LOCATIONS  & LENGTHS OF RUNS

LOOSE LINTEL, REFER TO STRUCTURAL FOR SIZE 

WEEPS @ 600mm O/C MAX. (EVERY THIRD HEAD COURSE)

CONT ASMF-1 DRIP PLATE ADHERED TO 
ARCH BLOCK  TOP COURSE W/ TWO CONT 

BEADS  SEALANT C/W DRIP-EDGE

WRAP BUCK & BLOCKING SUPPORT PERIMETER W/ 
TRM-1. CARRY ONTO WALL SHEATHING

TWF-1 TO LAP AVP-1. CARRY 
THROUGH INSULATION @ 45 DEG. 
SLOPE AND OVER BRICK HEADER 

COARSE

EXTERIOR

W3

INTERIOR

R1

U/S SOFFIT

T/O MASONRY

U/S FLASHING

AVG T/O ROOF INSULATION

30
5 M

IN

W3

CARRY 102mm INS-1 UP MIN  305mm 
ABOVE T/O INS-8

CONT ASMF-1 DRIP PLATE ADHERED TO 
BRICK TOP COURSE W/ TWO CONT BEADS  

SEALANT C/W DRIP-EDGE. SHIM'D TO 
SLOPE (MIN 2%)

VRB-2 CONT FROM ROOF TO WALL 
ASSEMBLY

CONT BEAD OF FIRE STOP AT JOINT 
BETWEEN GYPSUM BOARDS

ASMF-1 FLASHING W/ CLEAT TIED 
INTO CLADDING, C/W CONT DRIP-

EDGE. ADHERED TO T/O OF HTRU-1 
W/ 2 BEADS OF CONT SEALANT

100

10
2

37

74

PRESSURE TREATED SPF LUMBER 
BLOCKING TO SUPPORT 

CANTILEVER OF ROOF SHEATHING

WRAP BLOCKING IN TRM-1, TO LAP 
OVER T/O ROOF SHEATHING & LAP 

TO AVP-1

W1

610 MIN

SEAL PROPERLY AND ALLOW 
FOR NO MOVEMENT

NON-CONTINOUS BLOCKING TO 
ALLOW FOR STANDING SEAM 

VENTING

FLOATING CLIP

LINEAR SOFFIT VENT BETWEEN SEAMS FASTENED TO 
EP-1 WITH STAINLESS STEEL LIGHT-GAUGE 76x51mm L-

ANGLE SURROUND AT PERIMETER OF VENT OPENING, 
REFER TO RCP & ELEVS FOR LOCATIONS

LAP HTRU-1 OVER FLANGE OF LIGHT-GAUGE L-
ANGLE SURROUND, ALL SIDES
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2 LAYERS OF HTRU-1 AT ALL 
EAVES, 600mm MIN AND 

CARRY DOWN EAVE FACE

MAX EXTENSION OF THERMAL 
EXPANSION IN ROOF CLADDING

ASMF-1 FLASHING C/W DRIP-
EDHE & CLEATS FASTENED TO 

T/O ROOF SHEATHING

ASMF-1 FLASHING C/W DRIP-
EDGE & CLEATS FASTENED TO 

EAVE FACE

PRE-FIN GUTTER, SLOPED. 
REFER TO ROOF DRAWINGS

LAP SECOND LAYER OF HTRU-1 OVER 
EAVE  REINFORCING SHEET

17 16 60

50

SNOWGUARD FASTENED TO SEAMS 
OF STANDING SEAM ROOF 

CLADDING, REFER TO ROOF PLAN

DOWNSPOUT BEYOND, 
REFER TO RCPS & ELEVS 

FOR LOCATIONS

LINEAR SOFFIT VENT BETWEEN SEAMS FASTENED TO 
EP-1 WITH STAINLESS STEEL LIGHT-GAUGE 76x51mm L-

ANGLE SURROUND AT PERIMETER OF VENT OPENING, 
REFER TO RCP & ELEVS FOR LOCATIONS

LAP HTRU-1 OVER FLANGE OF LIGHT-GAUGE L-
ANGLE SURROUND, ALL SIDES

MIN
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NOTE: This drawing is the property of the architect and may not be 
reproduced or used without the expressed consent of the architect. The 
contractor shall be responsible for checking and verifying all levels and 
dimensions and shall report all discrepancies to the architect and obtain 
clarification prior to commencing work. Not for construction unless stamped by 
the architect and issued for such purpose.
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SECTION DETAIL - ROOF @ OVERHANG1

 1 : 5A512
SECTION DETAIL - ROOF @ PEAK TOP3
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SECTION DETAIL - ROOF @ PEAK TOP ALTERNATE4
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SECTION DETAIL - ROOF @ OVERHANG ALTERNATE2
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